
GOOD HOUSEKEEPING STRAN-STEEL HOUSE 

STRAN-STEEL 

STEEL-FRAME 

CONSTRUCTION 

makes this the outstanding house 
at the Century of Progress 
Chicago 


FURNISHED BY GOOD HOUSEKEEPING STUDIOS 
BUILT BY STRAN-STEEL CORPORATION 
DETROIT, MICHIGAN 


i 


Stran-Steel Fr 

Makes wood framingi 
peg that was replai 


... A PRACTI 
HOME-BU 

Home owners, builders and architec 
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Stran-Steel replaces old fashioned tv 
homes of all types of architecture ^ 

Just as the steel nail replaced the W0‘ 
a better home with brick, clap boaj 
ton frame work of Stran-Steel. 




Easily Constructed 

Can be erected by any carpenter from 
the usual set of plans for any style 
house. 

Fire Proof and Sanitary 

This fire-resisting construction provides 
owners with lower insurance rates and 
offers proof against vermin, termites, 
fungus and musty odors. 
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Jtran-Steel 

CAL, FORWARD STEP IN 
ILDING CONSTRUCTION 

ts have proclaimed Stran-Steel to be the most important 
iction in the past fifty years. 

o-by fours and wooden beams in the construction of 
dthout change in the architect’s plans. 

»den peg a generation ago, carpenters of today can build 
d, stone, shingles or stucco exterior by erecting the skele- 



^manence 

airs are necessary on a 
tie for the first 25 yearsl 

^ale Value 

ises have greater mort- 
value, because they will 
>ter does not crack and 
tidows fit as originally 


Sturdy Construction 

Because Stran-Steel is twice as strong 
as the wood it replaces, it does not warp 
or sag and resists earthquakes and 
tornadoes. 

Lower Upkeep 

Since they resist vibration, wear and 
the elements, houses built with Stran- 
Steel skeleton frame work do not require 
the frequent services of the carpenter, 
plumber, electrician, painter and decor- 
ator. 


This shows the frame work of the Stran-Steel house at the 
World*s Fair. Note the insulation nailed to the frame work. 



Phantom View oF Board Nailed to 
STRAN^STEEL 

A N ORDINARY steel nail is driven into 
the Stran-Steel stud, follows the groove 
in the stud, and clinches itself firmly in place. 
It may be withdrawn later without injury to 
the stud. This feature permits the use of 
Stran-Steel for temporary structures. 


Good Housekeepins 
Stran-Steel House 

Chicago Phone Victory 0164 

Ask the Stran-Steel special representative for full 
information about Stran-Steel and the Home at A 
Century of Progress. 


STRAN-STEEL CORP. 


General Office and Factory: 


Detroit, Michigan 6100 McGraw Ave. 

Phone Garfield 5211 
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STRAN-STEEL CORP. 


General Office and Factory: 


Detroit, Michigan 6100 McGraw Ave. 

Phone Garfield 5211 


